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4PXS 
4PXM

4 jaws self-centering grippers
Ø100-125-160-200

ALUMINIUM

Pneumatics

Applications /Customer benefits

Technical features

Standard equipment

SMW-Autoblok
Type Id. No.

Clamping force 
(daN)  

at 6 bar

U  
(mm) 

jaw stoke

Air  
volume  

(cm³) 

Pressure (bar)  
min./max.

Closing/ 
Opening time 

(s)  
at 6 bar

Weight (Kg)

Workpiece 
weight  

recommended 
(Kg)

Repeatability  
(mm)  

4PXS-L 100 77921310 195 8 80 2/8 0.1 1.4 10 0.01

4PXM-L 125 77921312 320 10 160 2/8 0.14 2.4 16 0.01

4PXM-L 160 77921316 530 13 340 2/8 0.25 5 26 0.01

4PXM-L 200 77921320 750 16 590 2/8 0.44 9 38 0.02

	• Compact and light design
	• O.D. and I.D.
	• Interchangeable with most existing universal grippers 

	• Aluminium body to contain the gripper weight
	• Functional parts heat-treated for high precision and long life
	• Jaws with calibrated bushings
	• Protection class IP40 for ø100-125
	• Protection class IP64 for ø160-200
	• Highest rigidity and Repeatability
	• Prepared for Air purge

OPTIONAL:
	• Spring workstop
	• Inductive/Analogic stroke control sensor ON/OFF or linear
	• Magnetic stroke control sensor ON/OFF or linear

Grippers without fingers and without sensors.
All screws for the double mounting, all centering bushings and all 
interface OR included.
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Finger height (mm)

* THE MOMENTS OF 
INERTIA INDICATED REFER 
TO ONE JAW AND CAN BE 
OCCUR SIMULTANEOUSLY.
THE My MOMENT CAN BE 
ADDED TO THE CLAMPING 
FORCE MOMENT.

Clamping force calculated at 6 bar.
Max. recommended fingers height: 90 mm
Max. Fingers weight: 0,6 Kg
For I.D. clamping consider +7% of the clamping 
force shown in the diagram.
Use connecting screws class 12.9

+ 10°C + 70°C
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Finger height (mm)

Clamping force calculated at 6 bar.
Max. recommended fingers height: 100 mm
Max. Fingers weight: 1,1 Kg
For I.D. clamping consider +5% of the clamping 
force shown in the diagram.
Use connecting screws class 12.9
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Finger height (mm)

Clamping force calculated at 6 bar.
Max. recommended fingers height: 80 mm
Max. Fingers weight: 2 Kg
For I.D. clamping consider +5% of the clamping 
force shown in the diagram.
Use connecting screws class 12.9
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Finger height (mm)

Clamping force calculated at 6 bar.
Max. recommended fingers height: 170 mm
Max. Fingers weight: 3,5 Kg
For I.D. clamping consider +3% of the clamping 
force shown in the diagram.
Use connecting screws class 12.9
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SPRING WORKSTOP
optional

MODEL ID.N. SPRING
WORKSTOP KIT

H
max/min

mm
I

mm
L

mm M R
mm

S
mm

T
mm

U 
stroke

mm
FORCE

min/max

4PXS 100 92671043 66/62 mm 20 mm 12 mm M5 50 mm 4 mm 29 mm 4 mm 46/68 N

4PXM 125 92671243 78/72 mm 40 mm 16 mm M6 72,5 mm 6 mm 39 mm 6 mm 148/240 N

4PXM 160 92671643 96/90 mm 40 mm 20 mm M6 85 mm 6 mm 50 mm 6 mm 280/400 N

4PXM 200 92672043 115/107 mm 60 mm 27 mm M6 110 mm 8 mm 60 mm 8 mm 400/640 N
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U.S.A.

France

Japan

Great Britain

China

Spain

Mexico

India Taiwan

Poland

Czech Republic / 
Slovakia

Turkey

Sweden / Norway

Korea

Canada

SMW-AUTOBLOK Spannsysteme GmbH
Postfach 1151 • D-88070 Meckenbeuren 
Wiesentalstraße 28 • D-88074 Meckenbeuren 
Tel. +49 (0) 7542 - 405 - 0  
Vertrieb Inland: Fax +49 (0) 7542 - 3886
E-mail: vertrieb@smw-autoblok.de
Sales International: Fax: +49 (0) 7542 - 405 - 181
E-mail: sales@smw-autoblok.de
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AUTOBLOK s.p.a.
Via Duca D‘Aosta n.24 - I-10040 Caprie - Torino 
Tel. +39 011 - 9638411 Fax +39 011 - 9632288
E-mail: info@smwautoblok.it

PETACCIATO DISTRIBUTED PRODUCTION UNIT
CUSTOMER APPLICATIONS FOR STATIC CLAMPING
Z.I. P.zza Alessandro Volta, snc - I- 86038 Petacciato (CB)  
Tel. +39 0875 670001

HEADQUARTERS

Benelux


