
SMW-AUTOBLOK   93SMW-AUTOBLOK   93

WPS

50 / 100 500 500
50 / 100 600 600
50 / 100 800 800
50 / 100 1000 500
50 / 100 1000 800
50 / 100 1200 800
50 / 100 1000 1000

50 / 100 600 400
50 / 100 500 500
50 / 100 600 500
50 / 100 600 800
50 / 100 1000 500
50 / 100 1000 600
50 / 100 1000 800
50 / 100 1000 1000
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Englisch

Application/customer benefi ts
 • Easy and high-precise positioning of the zero point clamping modules
 • Special sizes or customer request versions for maximum distances of the machine 
available in short time

 • Alphanumeric labelling for the defi nition of the positioning of the clamping modules 
available on request

 • Rust protected by means of phosphating

Technical features 
 • Grid and holes available as standard or on customer request
 • High-quality steel (1.2311/1.2312)
 • Standard = phosphating / optional = other surface treatment
 • Machine specifi c holes on request

Workpiece positioning system

Grid Length Width Grid Length Width

Grid plates

 ■	Grid plates, (special)
 ■	Protective cover

Grid (in center)
Positioning holes Ø25H7, 
thread M12/16

Special versions on request

Grid (not in center)
Positioning holes Ø25H7, 
thread M12/16

Grid

Length
Width
Grid dimension 1
Grid dimension 2
Thickness
Thread
Diameter 

Grid in center yes / no

Protective cover with O-ring for grid plates

Protective cover Id. No.

Ø 18

Ø 20

Ø 22

Ø 24

Ø 25

Magnetic, easily 
removable

Special grid plate according to customer 
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