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WPS mini
Workpiece positioning 
system

WPS mini
available as fl ange module 080-040 and
040-040 mm

WPS mini 080-040
Flange module
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Workholding glossary

1. application example
Workpiece machining with WPS mini fl ange module

2. application example
Workpiece machining with WPS mini

3. application example
Workpiece machining with WPS mini + reducing adapter

Modularity
Modular system with a wide range of acces-
sories ensures the fl exible clamping of nearly 
every workpiece geometry. Furthermore, the 
clamping pins are interchangeable to the 
proven zero point clamping system APS.

High-precision positioning
The precise taper / face support ensures the 
interlocking and safe clamping with highest 
holding forces and maximum stiffness.

Maintenance-free
Clamping modules are hermetic sealed, there-
fore low maintenance. The availability of the 
machine is increased.

Increased in effi ciency
Huge reduction of the set-up times and maxi-
mum effi ciency. No other clamping devices are 
necessary

5-axis machining
Optimal accessibility, ideal for 
5-axis machining without interfering contours. 
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WPS mini

88   SMW-AUTOBLOK

Mounting screw

 WPS Mini clamping module 040-040 
(different module variants) 

 WPS Mini FLANGE MODULE 080-040 
(different module variants) 

Adaptation ring (optional)

REDUCING ADAPTER (optional) 
for connection to the workpiece 

(different variants)

Grid plates
(different variants)

Mounting option
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WPS Mini flange module 
080-040
(different module variants) 

Clamping module WPS max 
(different module variants) 

Clamping pin Basic
(different variants)

Reducing washer (460205)

Clamping pin Basic WPS mini
(different variants)

Adaption ring (optional) 
for positioning on grid plate
(different variants)
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WPS Mini

WPS Mini 080-040

460485
A mm 80

B mm 60

C mm 12.5

mm Ø 25H6 / 5.5

H mm 40 ± 0.005

H1 mm 9

H2 mm 12

kN 2.5

mm < 0.005

kN 16

kN 10
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EnglischDeutsch

fully sealed – low maintenance
proo�ine® series

Manual zero point clamping system - Flange module

 ■	Single quick-actuation for the rapid opening and closing
 ■	Fully sealedWorkpiece positioning system

Application/customer benefi ts
• Huge reduction of set-up times for highest effi ciency
• Safe workpiece clamping with maximum holding forces and highest repeatability
• Ideal for 5-axis machining
• Central quick actuation (270° rotation)
• Flexible confi gurations for customized use
• To adapt WPS Mini 040 on WPS max

Technical features
• Diameter 80 / 40 mm, Height 40 mm
• Pull-down force 2.5 kN
• Max. torque 10 Nm
• Repeatability < 0.005 mm
• Holding force 25 kN (mounting screw M10 - 12.9)
• proofl ine® = fully sealed - low maintenance

Standard equiment
• WPS mini with mounting bolt M10

Technical data
SMW-AUTOBLOK Type

Id. No.

D / Depth

Pull-down force 

Repeatability 

Holding force clamping pin M10

Holding force clamping pin M8

Subject to technical changes.

WPS Mini

WPS Mini 040-040

460396
mm ø 12H6 / 5.5

H mm 40 ± 0.005

H1 mm 9

H2 mm 5

kN 2.5

mm < 0.005

kN 16

kN 10

ØD
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EnglischDeutsch

fully sealed – low maintenance
proo�ine® series

Manual zero point clamping system

 ■	Single quick-actuation for the rapid opening and closing
 ■	Fully sealed Workpiece positioning system

Application/customer benefi ts
• Huge reduction of set-up times for highest effi ciency
• Safe workpiece clamping with maximum holding forces and highest repeatability
• Ideal for 5-axis machining
• Central quick actuation (270° rotation)
• Flexible confi gurations for customized use
• Interchangeable to the zero point system WPS by using fl ange module

Technical features
• Diameter 40 mm
• Pull-down force 2.5 kN
• Max. torque 10 Nm
• Repeatability < 0.005 mm
• Holding force 16 kN (mounting screw M10 - 12.9)
• proofl ine® = fully sealed - low maintenance

Standart equiment
• WPS Mini with mounting bolt M10

Technical data
SMW-AUTOBLOK Type

Id. No
D / Depth

Pull-down force

Repeatability

Holding force clamping pin M10

Holding force clamping pin M8

Subject to technical changes.
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WPS Mini

WPS Mini 040-040

460396
mm ø 12H6 / 5.5

H mm 40 ± 0.005

H1 mm 9

H2 mm 5

kN 2.5

mm < 0.005

kN 16

kN 10

ØD

Ø40

H
1

H
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EnglischDeutsch

fully sealed – low maintenance
proo�ine® series

Manual zero point clamping system

 ■	Single quick-actuation for the rapid opening and closing
 ■	Fully sealed Workpiece positioning system

Application/customer benefi ts
• Huge reduction of set-up times for highest effi ciency
• Safe workpiece clamping with maximum holding forces and highest repeatability
• Ideal for 5-axis machining
• Central quick actuation (270° rotation)
• Flexible confi gurations for customized use
• Interchangeable to the zero point system WPS by using fl ange module

Technical features
• Diameter 40 mm
• Pull-down force 2.5 kN
• Max. torque 10 Nm
• Repeatability < 0.005 mm
• Holding force 16 kN (mounting screw M10 - 12.9)
• proofl ine® = fully sealed - low maintenance

Standart equiment
• WPS Mini with mounting bolt M10

Technical data
SMW-AUTOBLOK Type

Id. No
D / Depth

Pull-down force

Repeatability

Holding force clamping pin M10

Holding force clamping pin M8

Subject to technical changes.
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WPS Mini

460399

Typ B 467145

Typ C 467146
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Adaption ring

Reducing adapter
WPS Mini

 Subject to technical changes.

Adaption ring Id. No.

For WPS Mini

Reducing adapter Id. No.
 [M] Height 20 mm
M8 Typ A

Standard equiment: bolt, reducing adapter and 
clamping pin

Note: Adaptation ring from Ø 12
(not included).

Screw

Reducing
adapter

Clamping pin

Clamping pin Id. No.

for WPS max

Clamping pin Id. No.

Typ A

Clamping pin
for WPS Mini

Clamping pin 
for WPS Max M10 / clamping pin for fl ange module Mini on WPS Max

Workpiece positioning system

Accessories
 ■	Clamping pin 
 ■	Reducing adapter
 ■	Adaption ring

 Subject to technical changes. Subject to technical changes.

 Subject to technical changes.

 Subject to technical changes.

 Subject to technical changes.
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