WPS Z_Flex Height adjustable, manual zero point clamping
system for workpiece direct clamping

m Single quick-actuation for the rapid opening and closing
Workpiece positioning system m Fully sealed

Application/customer benefits

e Huge reduction of set-up times for highest efficiency

e Continuous height adjustment

Ideal for 5-axis machining

e Single quick-actuation for the rapid opening and closing of the modules
with only 3.5 rotations

Flexible configurations for customized use

¢ Interchangeable to the proven zero point system APS

Technical features

Diameter 80 mm

Stroke 12 mm

Pull-down force / max. torque 15 kN /15 Nm

Max. axial load 800 kg

3 clamping slides for maximum hold while clamping

proofline® = fully sealed - low maintenance
oofline® F

Standard equipment

e WPS Z-Flex with mounting bolt M16

Subject to technical changes. 780
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Technical data

SMW-AUTOBLOK Type WPS Z-Flex 98-110 WPS Z-Flex 114 - 126 WPS Z-Flex 154 - 166

(ldNo. | 467525 | 46758 | 467530 |
D / Depth mm @ 25"/ 5,5 @ 25"/ 5,5 @ 25"/ 5,5

H mm 98- 110 114 - 126 154 - 166

H1 mm 55.5 71.5 1115

H2 mm 42.5

H3 mm - 16 56

h mm 6

Stroke mm 12

Pull-down force kN 15

M 16

100 SMW-AUTOBLOK



