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APS 100

460117 125 7

460118 160 9

Englisch

Application/customer benefi ts
 • Pre-assembled clamping unit with 2 pieces APS 100 Premium
 • Universal applicable
 • Fast and easy set-up 

Technical features
 • 2 clamping slides
 • Repeatability < 0.005 mm  
 • Turbo function to increase the pull-in forces up to 15 kN
(pull-in force without Turbo 4 kN)

 • Anti rotating protection
 • Air cleaning

Standard equipment  
Combi unit with 2 pieces APS 100 Premium

Type Id. No. Height
[mm]

Weight
[kg]

Combi unit with 2 pieces APS 100 Premium

Combi unit with 2 pieces APS 100 Premium

Combi unit

Subject to technical changes.

Order numbers
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APS 140

460119 160 17

460120 200 21

Englisch

Application/customer benefi ts
 • Pre-assembled clamping unit with 2 pieces APS 140 Premium
 • Universal applicable
 • Fast and easy set-up 

Technical features
 • 3 clamping slides
 • Repeatability < 0.005 mm  
 • Turbo function to increase the pull-in forces up to 26 kN
(pull-in force without Turbo 7.5 kN)

 • Air cleaning
 • Anti rotation protection

Standard equipment  
Clamping unit with 2 pieces APS 140 Premium

Type Id. No. Height
[mm]

Weight
[kg]

Combi unit with 2 pieces APS 140 Premium

Combi unit with 2 pieces APS 140 Premium

Combi unit

Order numbers

Subject to technical changes.
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